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Reed-Türkontakt, Aufbau-Montage� Art.-Nr.: 930 210

GfS Sicherheit an Türen

Magnetschalter
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a1Schaltbild

Kontakt A/Schließer

Gehäusematerial Polystyrol

lieferbare Farben weiß

Standardkabel 2 m, LIYY x 0,14 mm2

Kontaktbelastung max. 10 W

Schaltspannung max. 100 V DC

Schaltgleichstrom max. 0,5 A

Temperatur bei festverlegtem Kabel – 25˚ C bis + 70˚ C

Temperatur bei bewegtem Kabel – 5˚ C bis + 50˚ C

Lichter Ansprechabstand mit Magnet Typ 100 83 MD seitlich: 24 mm, stirnseitig: 16 mm

Lieferumfang
1x Schalter
1x Magnet Typ 100 83 MD
1x Magnet Typ100100 35A
2 m Kabel

2x Gehäuseoberteil
2x Gehäuseunterteil
5x Höhenausgleichsscheiben
4x Schrauben
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Door contact, surface mounting� Art.-Nr.: 930 210

GfS Sicherheit an Türen

Magnet switch
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a1Schematic

Contact Type A/NO closer

Housing Material polystyrene

Available colours white

Cable 2 m, LIYY x 0,14 mm2

Contact load max. 10 W

Switching voltage max. 100 V/DC

DC switching current max. 0,5 A

Temperature with fixed cable – 25˚ C to + 70˚ C

Temperature with moving cable – 5˚ C to + 50˚ C

Clear response distance with magnet type 100 83 MD lateral: 24 mm, front: 16 mm

Scope of delivery
1x switch
1x magnet type 100 83 MD
1x magnet type100100 35A
2 m cable

2x upper housing part
2x lower housing part
5x height compensation washers
4x screws


