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KONFORMITÄT
Dieses Produkt erfüllt die wesentlichen Anforderungen der R&TTE-Richtlinie 1999/5/EG. Die Konformitätserklärung 
können Sie bei Ihrem Lieferanten anfordern.

ENTSORGUNGSHINWEIS
Entsorgen Sie das Altgerät über eine Sammelstelle für Elektronikschrott oder über Ihren  
Fachhändler. Entsorgen Sie das Verpackungsmaterial in die Sammelbehälter für Pappe,  
Papier und Kunststoffe. Altgeräte dürfen nicht mit dem Hausmüll entsorgt werden.

GEWÄHRLEISTUNG
Innerhalb der gesetzlichen Garantiezeit beseitigen wir unentgeltlich die Mängel des Gerätes, die auf Material- oder 
Herstellungsfehlern beruhen, durch Reparatur oder Umtausch. Die Garantie erlischt bei Fremdeingriff.

KUNDENDIENST
Sollten trotz sachgerechter Handhabung Störungen auftreten oder wurde das Gerät beschädigt, wenden Sie sich 
bitte an folgende Adresse:

GfS Funkalarmleuchte� Art.-Nr.: 771 524

  �Bevor Sie die GfS Funk-Alarmleuchte anschließen und 
bedienen, lesen Sie bitte die Bedienungsanleitung sorgfältig 
durch! Verwenden Sie nur geeignetes Werkzeug! Lassen Sie 
nicht funktionierende Geräte vom Hersteller überprüfen.

FUNKTIONSBESCHREIBUNG
Die GfS Funk-Alarmleuchte 771524 dient der Auswertung des Signals eines GfS-Funk-
Türwächters. Im Gerät sind ein Funkempfänger, eine  Sirene und ein LED-Blitzlicht integ-
riert. Am Ausgang steht ein potentialfreier Kontakt zur Verfügung. Das Relais hat im 
Normalfall permanent gezogen. Somit ist auch eine Netzausfall-Meldung gewährleistet. 
Im Alarmfall fällt das Relais ab, d. h. COM und NO sind im Normalfall geschlossen und im 
Alarmfall offen. Belastung der Kontakte des Relais: 125 V AC oder 60 V DC/1 A max.

MONTAGE UND ANSCHLUSS
Den entsprechenden GfS Funk-Türwächter laut dazugehöriger Montageanleitung an der 
Tür installieren. Die GfS Funk-Alarmleuchte an geeigneter Stelle montieren. Beachten Sie 
dazu die in den technischen Daten angegebenen Reichweiten.  

SENDER EINLERNEN (Programmierung)
Übertragen Sie die Codes folgendermaßen auf die Funk-Alarmleuchte:
1.	� Drücken Sie kurz (< 1,6 Sekunden) die Programmiertaste. Der Programmiermodus wird 

aktiviert. Die LED blinkt.
2.	� Lösen Sie den Türwächter aus. Wenn der Code gespeichert wurde, leuchtet die LED  

für 4 Sekunden und blinkt dann wieder. Bringen Sie den Türwächter wieder in die 
Ausgangsposition zurück. 

3.	� Wiederholen Sie Schritt 2 mit Ihren weiteren Sendern.
4.	� Wechseln Sie durch 3x kurzes Drücken der Programmiertaste in den Betriebsmodus. 

Wenn alle Speicherplätze belegt sind, blinkt die LED für ca. 4 Sekunden schnell.
Hinweis: Auch bei längerem Stromausfall bleibt die Programmierung erhalten. 

EINZELNE SENDERCODES LÖSCHEN
Im Löschmodus können Sie einzelne Sendercodes gezielt löschen:
1.	� Halten Sie die Programmiertaste länger als 1,6 Sekunden gedrückt. Der Löschmodus 

wird aktiviert. Die LED blinkt sehr schnell.
2.	� Drücken Sie die gewünschte Kanaltaste Ihres Senders. Wenn der Sendercode ge-

löscht wurde, blinkt die LED für ca. 4 Sekunden und blinkt dann weiter schnell.
3.	� Wiederholen Sie Schritt 2 mit einem anderen Sender oder drücken Sie kurz die Pro-

grammiertaste (< 1,6 Sekunden), um in den Betriebsmodus zurückzukehren.
Reset (Speicher komplett löschen)
Im Resetmodus können Sie alle im Funkrepeater gespeicherten Sendercodes löschen:
1.	� Halten Sie die Programmiertaste länger als 1,6 Sekunden gedrückt. Der Löschmodus 

wird aktiviert. Die LED blinkt sehr schnell.
2.	� Drücken Sie die Programmiertaste erneut länger als 1,6 Sekunden. Wenn der Speicher 

komplett gelöscht wurde, leuchtet die LED für ca. 4 Sekunden und blinkt dann weiter.
3.	� Drücken Sie kurz die Programmiertaste, um in den Betriebsmodus zurückzukehren.

TECHNISCHE DATEN
Frequenz	 868,30 MHz
Versorgungsspannung	 12 V DC 
Betriebstemperatur	 − 20° C bis +60° C
Reichweite	 < 30 m

Jumper gesteckt 
Pos. 1–2:	� Die Sirene wird nach 3 Minuten abgeschaltet, die Blitzleuchte 

bleibt bis zu Unscharfschalten aktiv.
Pos. 2–3:	� Die Sirene ist für die gesamte Dauer des Alarms aktiviert.
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GfS Sicherheit an Türen

GfS Radio alarm light� Part No. 771 524

  �Please read the operating manual carefully before connecting 
the GfS radio alarm light. Only use suitable tools! Send non-
functioning devices to the manufacturer to be checked and 
repaired.

OPERATION
The GfS radio alarm light 771 524 is used to transmit door alarms to a remote location. 
The device includes a radio receiver, a siren and a flash light. The GfS Radio alarm light 
is easy to install thanks to the integrated power-plug.
A floating contact is available to transmit an alarm signal or a power failure. In case of 
alarm, the relay drops out. COM and NO open while normally they are closed. In case of 
power failure the relay is also de-energized. Max. load of relay: 125 V AC or 60 V DC/1 A

INSTALLATION
Install the wireless GfS alarm device according to operating manual.  Mount the GfS 
Radio alarm light in a suitable place. To mount the GfS Radio alarm light on the wall you 
need to drill holes and insert the dowels. To open the GfS Radio alarm light the red 
plastic cap at the bottom of the housing needs to be removed. The front plate slides 
downwards. First hook the GfS Day Alarm on the two top screws. 
Fasten the device with the supplied screws further below. Push the front plate up again, 
insert red plastic bottom. 
Note: First, test whether the GfS alarm light is within the reach of the remote signal. You 
might need to install additional repeater in between sender and GfS Radio Alarm light.
 
PROGRAMMING
Transfer the codes to the GfS Radio alarm light as follows:
1.	� Press the programming button briefly (< 1.6 seconds). The programming mode is acti-

vated. The LED flashes.
2.	� Trigger the door alarm. When the code has been captured by the integrated receiver, 

the LED will light for 4 seconds and then flash again. Return the door alarm to the 
starting position.

3.	� Repeat step 2 for teaching-in more door alarms.
4.	� End programming and start the operating mode by briefly pressing the programming 

button 3x. When all memory slots are occupied, the LED flashes rapidly for approx. 4 
seconds.

Note: Programming is retained even during prolonged power failure.
 
DELETE SINGLE SENDER CODES
In delete mode, you can selectively delete individual sender codes:
1.	� Press and hold the programming button for more than 1.6 seconds. The delete mode 

is activated. The LED flashes very fast.
2.	� Press the desired channel button on your transmitter. When the transmitter code is 

deleted the LED flashes for about 4 seconds and then continues to flash rapidly.
3.	� Repeat step 2 with another station or briefly press the programming button (<1.6 sec-

onds) to return to operating mode. Reset (clear memory completely). 
In reset mode you can delete all transmitter codes:
1.	� Press and hold the programming button for more than 1.6 seconds. The delete mode 

is activated. The LED flashes very fast.
2.	� Press the programming button again for more than 1.6 seconds. If the memory has 

been completely cleared, the LED lights up for approx. 4 seconds and then continues 
to flash.

3.	� Briefly press the programming button to return to operating mode.

TECHNICAL SPECIFICATIONS
Frequency	 868.30 MHz
Supply voltage	 12 V DC
Operating temperature	 – 20° C to + 60° C
Range	 < 30 m
Jumper plugged	
Pos. 1-2:	 Automatic alarm switch-off after 3 minutes, the flashing  
			   light remains active until door alarm is reset.
Pos. 2-3:	 The siren is activated till the door alarm is set.
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CONFORMITY 
This product complies with the essential requirements of the R&TTE guideline 1999/5/EG.You may request the certifi-
cate of conformity from your supploer.

DISPOSAL 
Dispose an obselet device at a collecting point for electronic waste or at your supplier. 
Dispose the packaging material at a paper collecting point for paper resp. plastic.  
You may not dispose an obsolte device in the general garbage.

WARRENTY 
Within the legal warrenty time we intend to repair all defect devices, whether the defect is caused by the material or 
assembly, or replace them. The warenty expires after a third-party repair.

SERVICE 
In case of a system failure or a defect device please contact the following address:
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