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Kontakt A/Schlieer

Gehausematerial Polystyrol

lieferbare Farben weild

Standardkabel 2 m, LIYY x 0,14 mm?

Kontaktbelastung max. 10 W

Schaltspannung max. 100 V DC

Schaltgleichstrom max. 0,5 A

Temperatur bei festverlegtem Kabel —25"Chis+70°C %

Temperatur bei bewegtem Kabel —5°Chis+50° C é

Lichter Ansprechabstand mit Magnet Typ 100 83 MD seitlich: 24 mm, stirnseitig: 16 mm é
Lieferumfang 5
1x Schalter 8
1x Magnet Typ 100 83 MD 3
1x Magnet Typ100100 35A 5
2 m Kabel g
2x Montageteile g
4x Schrauben =
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Door contact, flush mounting Art.-Nr.: 930 110
P C Magnet switch
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Contact Type A/NO closer

Housing Material polystyrene

Available colours white

Cable 2 m, LIYY x 0,14 mm?
Contact load max. 10 W

Switching voltage max. 100 V/DC

DC switching current max. 0,5 A

Temperature with fixed cable -25Cto+70°C
Temperature with moving cable -5 Cto+50°C

Clear response distance with magnet type 100 83 MD lateral: 24 mm, front: 16 mm

ject to technical changes

Scope of delivery

1x switch

1x magnet type 100 83 MD
1x magnet type100100 35A
2 mcable

2x mounting parts

4x screws
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